D DEKRA

CERTIFICADO de
Conformidade

Certificado nimero Certificate number DEKRA 16.0014X Issue No: 1

Solicitante PRelectronics A/S
Applicant Lerbakken 10, 8410 Rgnde

Dinamarca Denmark
Produto Equipamentos para controle de processos
Product Process control equipment
Nome comercial Transmissor de programavel de 2 fios e
Trade name Transmissor de nivel de 2 fios

2-Wire Programmable Transmitter and
2-Wire Level Transmitter

Tipo / Modelo 5333A, 5333D, respectivamente 5343A/e/5343B
Type / Model 5333A, 5333D, respectively 5343A7and 53438

Programa de certificagdo ou Portaria INMETRO Portaria- N> 179:2010
Certification program or Regulation INMETRO Poraria N> 89:2012

Modelo de certicagao
Certification model

Emissao 21-de fevereiro de’ (0]
Date of issue 21 February 2020/ /,
Validade 21 de fevereifode
Expiry date 21 Febtuafy 202

A DEKRA por este meio declara’‘que, 0 produto acima menCi,
acordo com as normas aplicaveis; uma inspecao do local de

portarias acima mencionadas e um/contrato de certificacas do {N VIE
DEKRA hereby declares that the above/mentioned product has/been Cettified oh, th
inspection of the production location on the basis of above’ mentioned, cemflcatlon prol
number 216026900. 1

A DEKRA, um Organismo de’ Certificagao/acreditads pela CGCRE (Coordeﬁagﬁ;/ Ge/ral’ ef /quédlta(;éo do/
INMETRO), por este meijo concede o/direito de uso da marca de certlflcagéo db INMETJQO Almarcagao do

equipamento deve incluir/o seguinte;
DEKRA, a Certification Body accredited by CGCRE (Coordenacao Geral de Acreditagcdo/do INMETRO) hereby lgfants the nght to/use the INMETRO
certification mark. The marking of the lequipment/shall include the following:

Para o Tipo For Type 5333D € 0/Tipo/and Typée 534 3B; Para/o Tipo/For Type B333X £/0 Tip0 and Type 5343A:

Exia llIC T6...T4 Ga Ex nAlicl UC /B! T4 Gc
Exia llIC Da EXicNIC T16/./T4/Ge
Exia | Ma Exic/AIC Dc

Certificado de Conformidade valido somente acompanhado/das/paginas/de’1 a 5!
This Certificate of Conformity is only valid when accompanied/by pages/1/1to'5.

DEKRA Certification B.V.

B.T.M. Holtus R. Schuller

Diretor-Gerente Gerente de Certificagao
Managing Director Certification Manager

© A publicagéo integral deste certificado e dos relatérios anexos é permitida
Integral publication of this certificate and adjoining reports is allowed
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Certificado nimero Certificate number
Localizagao da fabrica
Factory location

Fabricante
Manufacturer

Representante local
Local representative

Importador
Importer

Normas aplicaveis
Applicable standards

DESCRIGAO

DESCRIPTION

D DEKRA

DEKRA 16.0014X Issue No: 1

Igual ao solicitante
Same as applicant

Igual ao solicitante
Same as applicant

Techno Supply Importagéo e Exportagéo Ltda.
CNPJ: 05.505.756/0001-06

Avenida Santo Estevao 509

Vila Rezende 13.405-249

Piracicaba, Sdo Paulo

Brazil Brasil

Igual ao representante local
Same as local representative

ABNT NBR IEC 60079-0:2013 Verséo Corrigida 2:2016
ABNT NBR IEC 60079-11:2013 Verséao Corrigida:2017
ABNT NBR IEC 60079-15:2012

O Transmissor Programavel de 2 fios, Tipo 5333A e Tipo 5333D, apropriado para montagem em um
invélucro metalico de acordo com DIN 43729, é usado para converter o sinal de medi¢ao de temperatura

de um sensor de temperatura resistivo em sinal de corrente de 4...20 mA com comunicacgéo digital.
The 2-wire Programmable Transmitter, Type 5333A and Type 5333D, suitable for mounting in a metal enclosure form B according to
DIN 43729, is used to convert the temperature measurement signal of a resistive temperature sensor into a 4 ... 20 mA current signal

with digital communication.

O Transmissor Programavel de nivel de 2 fios, Tipo 5343A e Tipo 5343B, apropriado para montagem em
um invoélucro de acordo com DIN 43729, é usado para converter o sinal de medi¢ao de temperatura de um

sensor de nivel resistivo em um sinal de corrente de 4...20 mA com comunicagao digital.
The 2-wire Programmable Transmitter, Type 56343A and Type 5343B, suitable for mounting in an enclosure form B according to DIN
43729, is used to convert the temperature measurement signal of a resistive level sensor into a 4 ... 20 mA current signal with digital

communication.

Para o Tipo 5333D e Tipo 5343B, a relagéo entre a faixa de temperatura ambiente (Ta) e a classe de

temperatura é a seguinte:

For Type 5333D and Type 5343B, the relation between ambient temperature range (Ta) and temperature class is as follows:

T4 (Ta-40 ... +85 °C),
T5 (Ta-40 ... +60 °C),
T6 (Ta-40 ... +45 °C).

Para o Tipo 5333A e Tipo 5343A, a relagéo entre a faixa de temperatura ambiente (Ta) e a classe de

temperatura é a seguinte:

For Type 5333A and Type 5343A, the relation between ambient temperature range (Ta) and temperature class is as follows:

T4 (Ta-40 ... +85 °C),
T6 (Ta-40 ... +60 °C).

Para ambientes explosivos de po, a temperatura maxima da superficie do invélucro exterior é de 20 K

acima da temperatura ambiente.

For explosive dust atmospheres, the maximum surface temperature of the outer enclosure is 20 K above the ambient temperature.
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D DEKRA

Certificado nimero Certificate number DEKRA 16.0014X Issue No: 1

ACESSORIO OPCIONAL

OPTIONAL ACCESSORY

Nao aplicavel
Not applicable.

DADOS ELETRICOS

ELECTRICAL DATA

Para o Tipo 5333D e Tipo 5343B:
For Type 5333D and Type 5343B:

Circuitos de alimentagéo e de saida (terminais 1 e 2):

nos tipos de protecédo de seguranga intrinseca Ex ia lIC, Ex ia IlIC e Ex ia |, somente para conexado a um
circuito certificado intrinsecamente seguro, com os seguintes valores maximos:

U =30V; ;=120 mA; P;=0,84 W; C;= 1 nF; L; =10 uH.

Supply / output circuit (terminals 1 and 2):

in type of protection intrinsic safety Ex ia IIC, Ex ia IlIC and Ex ia |, only for connection to a certified intrinsically safe circuit, with the

following maximum values:
Ui=30V; =120 mA; Pi=0,84 W; C;=1nF; L= 10 uH.

Circuito do sensor (terminais 3, 4 e 6):

nos tipos de protecdo de seguranga intrinseca Ex ia lIC, Ex ia IlIC e Ex ia I, com os seguintes valores
Mmaximos:

U,=30V;Il,=8mA; P,=60mW; C, =66 nF; L, =35 mH.

Sensor circuit (terminals 3, 4 and 6):

in type of protection intrinsic safety Ex ia IIC, Ex ia IlIC and Ex ia I, with the following maximum values:
U, =30V, I, =8mA; P, =60 mW; C, = 66 nF; L, = 35 mH.

Para o Tipo 5333A e Tipo 5343A:
For Type 5333A and Type 5343A:

Ou:

Circuitos de alimentagéo e de saida (terminais 1 e 2):

no tipo de protecédo Ex nA: Upax =35V,

Circuito do sensor (terminais 3, 4 € 6):

nos tipos de protecédo de seguranga intrinseca Ex ic IIC e Ex ic llIC, com os seguintes valores maximos:
U,=5V; I, =4 mA; P, =20 mW; C, = 1000 uF; L, = 900 mH.

Either:

supply / output circuit (terminals 1 and 2):

in type of protection Ex nA: Umax = 35V,

sensor circuit (terminals 3, 4 and 6):

in type of protection intrinsic safety Ex ic IIC and Ex ic llIC, with the following maximum values:
U, =5V; I, =4 mA; P, =20 mW: C, = 1000 uF; L, = 900 mH,

ou:

Circuitos de alimentagéo e de saida (terminais 1 e 2):

nos tipos de protecdo de seguranga intrinseca Ex ic IIC e Ex ic llIC, somente para conexao a um circuito
certificado intrinsecamente seguro, com os seguintes valores maximos:

U=35V; ;=110 mA; C;=1nF; L =10 uH.

Circuito do sensor (terminais 3, 4 e 6):

nos tipos de protecdo de seguranga intrinseca Ex ic lIC e Ex ic llIC, com os seguintes valores maximos:
U,=5V; I, =4 mA; P, =20 mW,; C, = 1000 uF; L, =900 mH
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D DEKRA

Certificado nimero Certificate number DEKRA 16.0014X Issue No: 1

or,

supply / output circuit (terminals 1 and 2):

in type of protection intrinsic safety Ex ic IIC and Ex ic llIC, only for connection to a certified intrinsically safe circuit, with the following
maximum values:

Ui=35V;[i=110mA; C;=1nF; L;= 10 uH.

sensor circuit (terminals 3, 4 and 6):

in type of protection intrinsic safety Ex ic IIC or Ex ic llIC, with the following maximum values:

Uo =5V, I, =4 mA; P, =20 mW; C, = 1000 uF; L, = 900 mH.

CONDICOES ESPECIFICAS DE UTILIZAGAO:

SPECIFIC CONDITIONS OF USE:

Se o transmissor ¢ instalado em uma atmosfera explosiva exigindo o uso de equipamento de protegéo de
nivel Ga e se o involucro é feito de aluminio, ele deve ser instalado de modo que, mesmo em caso remoto

de avaria, fontes de ignigéo devido a impacto e fricgéo, as faiscas séo eliminadas.
If the transmitter is installed in an explosive atmosphere requiring the use of equipment protection level Ga, Ma and Mb, and if the
enclosure is made of aluminum, it must be installed such, that ignition sources due to impact and friction sparks are excluded.

Para o tipo de protecdo Ex nA, o transmissor deve ser montado num involucro metalico com um grau de
protecéo de pelo menos IP54 de acordo com ABNT NBR |EC 60529.

For type of protection Ex nA, the transmitter shall be mounted in a metal enclosure providing a degree of protection of at least IP54
according to ABNT NBR IEC 60529.

INSTRUCOES DE INSTALAGAO

INSTALLATION INSTRUCTIONS

As instrugdes fornecidas com o equipamento devem ser seguidas detalhadamente para assegurar uma
operacao segura.
The instructions provided with the equipment shall be followed in detail to assure safe operation.

Os produtos devem ser instalados em conformidade com as normas aplicaveis para instalacoes elétricas

em atmosferas explosivas.
The products must be installed in compliance with the applicable standards for electrical facilities in explosive atmospheres.

As atividades de instalacdo, inspeg¢ao, manutengao, reparo, revisdo e recuperagao do equipamento sao
de responsabilidade dos usuarios e devem ser realizadas de acordo com os requisitos das normas

técnicas vigentes e de acordo com as instrugdes do fabricante fornecidas junto com os produtos.

The activities of installation, inspection, maintenance, repair, review and recovery of the equipment are the responsibilities of the
users and must be executed in accordance with the requirements of the prevailing technical standards, and with the manufacturer’s
instructions provided with the products.

LISTA DOS DOCUMENTOS DE CERTIFICAGAO

LIST OF CERTIFICATION DOCUMENTS

Relatério de ensaio 224429600 Issue 0 (2020-02-21)
Test report DEKRA Certification B.V.
Relatério de avaliagdao da conformidade DEKRA arquivo 223390700
Conformity assessment report DEKRA file 223390700

Relatério de Inspecao de Fabrica 223495000 (2019-03-12)

Factory Inspection Report DEKRA Certification B.V.
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D DEKRA

Certificado nimero Certificate number DEKRA 16.0014X Issue No: 1

HISTORICO DA CERTIFICAGAO

CERTIFICATION HISTORY

Issue No. 0: Data 2017-02-23 Emissao inicial

Date Initial release
Issue No. 1: Data 2020-02-21 Pequenas mudancas estruturais
Date Minor constructional changes

Adicao do tipo de protegao para equipamento para instalagdo em minas
Ad(dition of type of protection for equipment for installation in mines

Adicao de Versao Corrigida:2017 de ABNT NBR IEC 60079-11:2013
Addition of Verséo Corrigida:2017 of ABNT NBR IEC 60079-11:2013

OBSERVAGOES

REMARKS

O produto e quaisquer variagdes aceitaveis no mesmo estido especificados no certificado e nos

documentos aqui referenciados..
The product and any acceptable variation thereto is specified in this certificate and the documents herein referred to.

A validade deste Certificado de Conformidade esta atrelada a realizagdo das avaliagdes de manutencéao e
tratamento de possiveis ndo conformidades de acordo com as orientagées do OCP previstas nos RAC
especificos. Para verificagdo da condigéo atualizada de regularidade deste Certificado de Conformidade

deve ser consultado o banco de dados de produtos e servigos certificados do INMETRO.

The validity of this Certificate of Conformity is subject to the realization of regular continuance evaluations and the processing of any
possible non-compliance in accordance with guidelines issued by the Product Certification Body and specified in the particular
Compliance Evaluation Requirements. To check the current condition of validity of this Certificate of Conformity, the database of
products and services certified by INMETRO must be consulted.

A marca de certificagdo do INMETRO deve ser aplicada ao produto conforme especificado neste
certificado, pela duracdo do contrato de certificagdo do INMETRO de numero 219026900 e de acordo com

as condicdes do contrato de certificacao.
The INMETRO certification mark shall be applied to the product as specified in this certificate for the duration of the INMETRO
certification contract with number 216026900 and under the conditions of the certification agreement.

Se o sinal "X” for colocado ap6s o niumero do certificado, ele indica que o equipamento esta sujeito as

condi¢des de uso especificas informadas neste certificado.
If the sign ”X” is placed after the certificate number, it indicates that the equipment is subject to Specific Conditions of Use specified in
this certificate.

A versao inglesa deste certificado é soberana. Em caso de discrepancia, prevalece a versao inglesa.
The English version in this certificate is leading. In case of any discrepancy, the binding version is the English text.

Avaliado por
Checked by
R. Schuller

21 de fevereiro de 2020
21 February 2020
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