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7400

Order

Example: �7400A1A1A = �Aluminum housing, Cl. A, L2=none, L1=50 mm

NB: �Head-mounted transmitters must be ordered separately and can be installed in the housing by PR electronics on 
request.

Options

1130 Material certificate acc. to EN 10204 3.1 1133 Calibration 3-point - in-house

1131 Works reported acc. to EN 10204 - 
paragraph  2.2

1134 Calibration 5-point - in-house

1132 Certificate of Origin 1135 Accredited calibration certificate 5-point

Type Housing Accuracy Cooling extension (L2) Insertion length (L1)

7400 Aluminum : A Cl. A : 1 None
100 mm

: A
: B

50 mm
100 mm
150 mm
200 mm
300 mm
400 mm

: 1
: 2
: 3
: 4
: 5
: 6

NOTE: NEW ORDER TABLE
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7404

Order

Type Housing Accuracy Cooling extension (L2) Insertion length (L1) Process connection (A)

7404 Aluminum : A Cl. B 1/3 : 1 None (10 mm) : A 75 mm
100 mm
125 mm
150 mm
175 mm
200 mm
225 mm
250 mm

: 1
: 2
: 3
: 4
: 5
: 6
: 7
: 8

G ½
R ½

: A
: B

Example: �7404A1A1A = �Aluminum housing, Cl. B 1/3, L2=none (10 mm), L1=75 mm, G ½

NB: �Head-mounted transmitters must be ordered separately and can be installed in the housing by PR electronics on 
request.

Options

1130 Material certificate acc. to EN 10204 3.1 1133 Calibration 3-point - in-house

1131 Works reported acc. to EN 10204 - 
paragraph  2.2

1134 Calibration 5-point - in-house

1132 Certificate of Origin 1135 Accredited calibration certificate 5-point
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7405

Order

Example: �7405A1A1A = �Aluminum housing, Cl. A (-30…300°C), L2=none (9 mm), L1=50 mm, G ½

NB: �Head-mounted transmitters must be ordered separately and can be installed in the housing by PR electronics on 
request.

Type Housing Accuracy Cooling extension (L2) Insertion length (L1) Process connection (A)

7405 Aluminum : A Cl. A 
(-30…300°C)

: 1 None (9 mm)
100 mm

: A
: B

50 mm
100 mm
150 mm
200 mm
300 mm
400 mm

: 1
: 2
: 3
: 4
: 5
: 6

G ½ : A
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7406

Order

Type Housing Accuracy Cooling extension (L2) Insertion length (L1) Process connection (A)

7406 Aluminum : A Cl. AA  
(0…150 °C)

: 1 None (9 mm) : A 75 mm
100 mm
125 mm
150 mm
175 mm
200 mm
225 mm
250 mm

: 1
: 2
: 3
: 4
: 5
: 6
: 7
: 8

G ½
R ½

: A
: B

Example: �7406A1A1A = �Aluminum housing, Cl. AA (0…150 °C), L2=none (9 mm), L1=75 mm, G ½

NB: �Head-mounted transmitters must be ordered separately and can be installed in the housing by PR electronics on 
request.
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Order

Example: �7440A = �L1=28 mm

Type Insertion length (L1) Neck length (L2)

7440 28 mm
78 mm
128 mm
178 mm
278 mm
378 mm

: A
: B
: C
: D
: E
: F

22 mm
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Order

Type Housing Accuracy Cooling extension (L2) Insertion length (L1) Process connection (A)

7450 Aluminum : A TC K Cl. 2 : 1 50 mm
100 mm

: A
: B

50 mm
100 mm
150 mm
200 mm
300 mm
400 mm

: 1
: 2
: 3
: 4
: 5
: 6

G ½ : A

Example: �7450A1A1A = �Aluminum housing, TC K Cl. 2, L2=50 mm, L1=50 mm, G ½

NB: �Head-mounted transmitters must be ordered separately and can be installed in the housing by PR electronics on 
request.

Options

1130 Material certificate acc. to EN 10204 3.1 1133 Calibration 3-point - in-house

1131 Works reported acc. to EN 10204 - 
paragraph  2.2

1134 Calibration 5-point - in-house

1132 Certificate of Origin 1135 Accredited calibration certificate 5-point
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7451

Order

Type Housing Accuracy Cooling extension (L2) Insertion length (L1) Process connection (A)

7451 Aluminum : A TC K Cl. 2 : 1 50 mm : A 75 mm
100 mm
125 mm
150 mm
175 mm
200 mm
225 mm
250 mm

: 1
: 2
: 3
: 4
: 5
: 6
: 7
: 8

G ½
R ½

: A
: B

Example: �7451A1A1A = �Aluminum housing, TC K Cl. 2, L2=50 mm, L1=75 mm, G ½

NB: �Head-mounted transmitters must be ordered separately and can be installed in the housing by PR electronics on 
request.

Options

1130 Material certificate acc. to EN 10204 3.1 1133 Calibration 3-point - in-house

1131 Works reported acc. to EN 10204 - 
paragraph  2.2

1134 Calibration 5-point - in-house

1132 Certificate of Origin 1135 Accredited calibration certificate 5-point
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Order

Type Housing Accuracy Cooling extension (L2) Insertion length (L1) Process connection (A)

7452 Aluminum : A TC K Cl. 1 : 1 None (9 mm)
100 mm

: A
: B

50 mm
100 mm
150 mm
200 mm
300 mm
400 mm

: 1
: 2
: 3
: 4
: 5
: 6

G ½ : A

Example: �7452A1A1A = �Aluminum housing, TC K Cl. 1, L2=None (9 mm), L1=50 mm, G ½

NB: �Head-mounted transmitters must be ordered separately and can be installed in the housing by PR electronics on 
request.

7452
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7480

Order

Type Housing Accuracy
Cooling 

extension (L2)
Insertion  

length (L1)
Process 

connection (A)
Approval

7480 Stainless 
steel

: B Cl.  A : 1 30 mm : A 50 mm
100 mm
200 mm

: 1
: 2
: 3

G ½ : A Basic approval 
(CE)

: 1

Example: �7480B1A1A1 = Stainless steel housing, Cl.  A, L2=30 mm, L1=50 mm, G ½, basic approcal (CE)

NB: �Head-mounted transmitters must be ordered separately and can be installed in the housing by PR electronics on 
request.

Options

1130 Material certificate acc. to EN 10204 3.1 1133 Calibration 3-point - in-house

1131 Works reported acc. to EN 10204 - 
paragraph  2.2

1134 Calibration 5-point - in-house

1132 Certificate of Origin 1135 Accredited calibration certificate 5-point
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Order

Example: �7600A1A1A = �Aluminum housing, Cl. A (-30…300°C), L2=none (14 mm), L1=50 mm, G ½

NB: �Head-mounted transmitters must be ordered separately and can be installed in the housing by PR electronics on 
request.

Type Housing Accuracy Cooling extension (L2) Insertion length (L1) Process connection (A)

7600 Aluminum : A Cl. A 
(-30…300°C)

: 1 None (14 mm)
100 mm

: A
: B

50 mm
100 mm
150 mm
200 mm
300 mm
400 mm

: 1
: 2
: 3
: 4
: 5
: 6

G ½ : A
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7802

Order

Example: �7802B1A3A = �Stainless steel housing, protective tube Ø6, L2=none, L1=100 mm, G ¼

Options

1130 Material certificate acc. to EN 10204 3.1 1133 Calibration 3-point - in-house

1131 Works reported acc. to EN 10204 - 
paragraph  2.2

1134 Calibration 5-point - in-house

1132 Certificate of Origin 1135 Accredited calibration certificate 5-point

Type Housing Protective tube 
size

Cooling extension 
(L2)

Insertion length 
(L1)

Process connection 
(A)

7802 Stainless steel : B Ø6
Ø8

: 1
: 3

None : A 100 mm : 3 G ¼ : A
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Order

Type Housing Process connection Electrical connection (A)

7810 Stainless steel : B 1½" Tri-clamp : 1 M12
PG9

: A
: B

Example: �7810B1B = �Stainless steel housing, 1½" Tri-clamp, PG9

NB: �Head-mounted transmitters must be ordered separately and can be installed in the housing by PR electronics on 
request.

Options

1130 Material certificate acc. to EN 10204 3.1 1133 Calibration 3-point - in-house

1131 Works reported acc. to EN 10204 - 
paragraph  2.2

1134 Calibration 5-point - in-house

1132 Certificate of Origin 1135 Accredited calibration certificate 5-point
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7850

Order

Type Housing Component Electrical connection (A)

7850 Stainless steel : B Head +  insert Pt 100 : 2 M12
PG9

: A
: B

Example: �7850B2B = Stainless steel housing, Head +  insert Pt 100, PG9

NB: �Head-mounted transmitters must be ordered separately and can be installed in the housing by PR electronics on 
request.

Accessories

7852	 Thermowell for 7850 with Quicklock
7853	 Quicklock head for 7850
7854	 Quicklock adapter for 7850

Options

1130 Material certificate acc. to EN 10204 3.1 1133 Calibration 3-point - in-house

1131 Works reported acc. to EN 10204 - 
paragraph  2.2

1134 Calibration 5-point - in-house

1132 Certificate of Origin 1135 Accredited calibration certificate 5-point
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7852-7853-7854

Order

7852 Thermowell for 7850 Stainless steel, AISI 316Ti, mechanically polished Ra < 0.65 μm

Order

7853 Hygenic - Quicklock head for 7850 Stainless steel, AISI 316Ti

Order

7854 Hygenic - Quicklock adapter for 7850 Stainless steel, AISI 316Ti, for custom weld-in application
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7872

Order

Type Housing Options

7872 Stainless steel : B 2 x PG9, 1 x Pt100 Cl. A, 4-wire, -50…100°C
1 x PG9, 1 x M12, 1 x Pt100 Cl. A, 4-wire, -50…100°C
5 meter TBT cable sensor ⌀6 x 100 mm , 4-wire, 1 x Pt100 Cl. B 1/10, -196…250°C, 2 x PG9
Enclosure only, 2 x PG9
Enclosure only, 1 x PG9, 1 x M12

: 1
: 2
: 3
: 4
: 5

Example: �7872B1 = �Stainless steel housing, 2 x PG9, 1 x Pt100 Cl. A, 4-wire, -50…100°C

NB: �Head-mounted transmitters must be ordered separately and can be installed in the housing by PR electronics on 
request.

Options

1130 Material certificate acc. to EN 10204 3.1 1133 Calibration 3-point - in-house

1131 Works reported acc. to EN 10204 - 
paragraph  2.2

1134 Calibration 5-point - in-house

1132 Certificate of Origin 1135 Accredited calibration certificate 5-point
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4131
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4179
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4222
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4225
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4510
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4511
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