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Electrical data 
 
Supply (terminals 31, 32 and rear contacts): U = 19.2 ... 31.2 Vdc. 
 
Digital input (terminals 11, 12 and 13, 14): U ≤  28 Vdc 
 
Status-Relay output (terminals 33, 34):  
U ≤  32 Vac or 32 Vdc, I ≤  0.5 Aac or I ≤  1 Adc respectively. 
If the Pulse Isolator is installed outside the hazardous area, the following data for the relay contacts apply:  
U ≤  110 Vdc or 125 Vac, I ≤  0.3 Adc or I ≤  0.5 Aac respectively.  
 
For all circuits above: Um = 253 Vac (max. frequency 400 Hz). 
 
Solenoid / Alarm driver, Type 9203A..., output  circuits (terminals 41 ... 44 resp. 51 ... 54): 
in type of protection Ex nA, with Umax = 28 V, Imax = 135 mA and Pmax = 0.95W. 
 
Solenoid / Alarm driver, Type 9203B1.. and Type 9203B2.. output  circuits (terminals 41 ... 44 and 51 ... 54): 
in type of protection intrinsic safety Ex ia IIC/IIB/IIA/IIIC/I, with following maximum values: 

 

9203B1A, 9203B1B 
Terminal 41-42,resp. 
Terminal 51-52 

Co Lo Lo/Ro 

 

9203B2A 
Terminal 41-42 
 

Co Lo Lo/Ro 

Uo 28V IIC 80nF 4.2mH 54µH/Ω Uo 28V IIC 80nF 2.69mH 44µH/Ω 

Io 93 mA IIB 640nF 16.8mH 218µH/Ω Io 115mA IIB 640nF 10.8mH 176µH/Ω 

Po 0.65W IIA 2.1µF 32.6mH 436µH/Ω Po 0.81W IIA 2.1µF 20.8mH 353µH/Ω 

 I 3.76µF 32.6mH 436µH/Ω  I 3.76µF 20.8mH 353µH/Ω 

 

9203B1A, 9203B1B 
Terminal 41-43 resp. 
Terminal 51-53 

Co Lo Lo/Ro 
 9203B2A 

Terminal 41-43 
 

Co Lo Lo/Ro 

Uo 28V IIC 80nF 3.5mH 54µH/Ω Uo 28V IIC    

Io 100mA IIB 640nF 14.2mH 218µH/Ω Io 125mA IIB 640nF 9.1mH 163µH/Ω 

Po 0.70W IIA 2.1µF 27.6mH 436µH/Ω Po 0.88W IIA 2.1µF 17.6mH 327µH/Ω 

 I 3.76µF 27.6mH 436µH/Ω  I 3.76µF 17.6mH 327µH/Ω 
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9203B1A,9203B1B 
Terminal 41-44 resp. 
Terminal 51-54 

Co Lo Lo/Ro 
 9203B2A 

Terminal 41-44 
 

Co Lo Lo/Ro 

Uo 28V IIC 80nF 2.9mH 46µH/Ω Uo 28V IIC    

Io 110mA IIB 640nF 11.8mH 184µH/Ω Io 135mA IIB 640nF 7.8mH 150µH/Ω 

Po 0.77W IIA 2.1µF 22.8mH 369µH/Ω Po 0.95W IIA 2.1µF 15.1mH 301µH/Ω 

 I 3.76µF 22.8mH 369µH/Ω  I 3.76µF 15.1mH 301µH/Ω 

 

For group IIIC, the parameters of group IIB apply. 
 
The intrinsically safe output circuits are infallibly galvanically isolated from the non-intrinsically safe circuits, and 
from each other.  
 
 

 
Type designation 
 
Detailed Nomenclature of the approved Solenoid / Alarm driver, Type 9203B1.., Type 9203B2.. and Type 9203A... is as follows: 
 

 




