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CERTIFICATE

EU-Type Examination

Equipment or protective systems intended for use in
potentially explosive atmospheres - Directive
2014/34/EU

EU-Type Examination Certificate Number: DEKRA 24ATEX0006X Issue Number: 0

Product: PROFIBUS PA temperature transmitter
type 5450B.. and 5450D..

Manufacturer: PR electronics A/S
Address: Lerbakken 10, 8410 Rende, Denmark

This product and any acceptable variation thereto is specified in the-schedule/tothis certificate and the documents
therein referred to.

DEKRA Certification B.V., Notified Body number 0344 in“accordance with Afticle/17/0F Directive 2014/34/EU of the
European Parliament and of the Council, dated 26”February 2014, certifies that/ihis/product has been found|to
comply with the Essential Health and Safety Requirements relating to/the/ design/and constructlon of  products
intended for use in potentially explosive atmospheres givenin Annex lI to the Dlrectlve /

If the sign "X" is placed after the’ certificate namber, it |nd|cate
of Use specified in'the/schedule’ tohis certificate’ /

/ / / //{/ ////' I
This EU -Type Examlnatlon Cettificate’relates/only to the des;gn and’ eol (bl of e‘ Specifled product Further

by this certificate.

/ / /« //

The marking of the product shall include/the following:

1M1 Ex ialMa

n1G Ex'ia lIC' T6.../T4 Ga

112(1) G [Ex/ib' [ia’Ga] IIC T6...T4 Gb
2D Ex ia/lliC T859C /... TA110/°C Db

Date of certification: | 17 January 2025

DEKRA Certification B.V.

R. Schuller
Certification Manager Page 1/2
{\T\ Throughout this document, a point is used as the decimal separator.
NN
PRODUCTS © Integral publication of this certificate and adjoining reports is allowed. This Certificate may only be reproduced
RvAC 001 in its entirety and without any change.

DEKRA Certification B.V. Meander 1051, 6825 MJ Arnhem P.O. Box 5185, 6802 ED Arnhem The Netherlands
T +31 88 96 83000 F +31 88 96 83100 www.dekra-product-safety.com Registered Arnhem 09085396
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SCHEDULE
to EU-Type Examination Certificate DEKRA 24ATEX0006X Issue No. 0

Description

The 5450 series of transmitters are all temperature transmitters, but with a different number of
sensor inputs. They are loop-powered two wire devices converting one or two temperature sensor
or other types of signals to a Profibus® signal.

The transmitters are galvanic isolated between sensor(input) and supply(output).

The dedicated extension port 'EXT' (8-pin-header hidden under a small plastic lid) may only be
connected to equipment that is predefined by PR electronics A/S.

The transmitters type 5450 are suitable for mounting in an enclosure form B according to DIN
43729 or equivalent.

For the Temperature classification per ambient temperature range and Type designation see
Annex 1 to test report mentioned in item (16).

Electrical data

For electrical data, see Annex 1 to test report mentioned in item (16).

Installation instructions

The instructions provided with the product shall be followed in detail to assure safe operation.
Report Number

NL/DEK/ExTR24.0006/00.

Specific conditions of use

For the ambient temperature range, see Annex 1 to test report mentioned in item (16) or the
installation instructions.

For EPL Ma, Ga or Gb, the transmitter shall be mounted in an enclosure that provides a degree of
protection of at least IP20 according to IEC 60529, and that is suitable for the application and
correctly installed.

For EPL Db, the transmitter shall be mounted in a certified enclosure that provides a degree of
protection of at least IP5X according to IEC 60079-0, and that is suitable for the application and
correctly installed.

Essential Health and Safety Requirements

Covered by the standards listed at item (9).

Test documentation

As listed in test report mentioned in item (16).
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